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OTHER CONSIDERATIONS FOR OTHER CONSIDERATIONS FOR 
BIOREACTOR OPERATIONSBIOREACTOR OPERATIONS

Avoid use of metal valves and other fittings Avoid use of metal valves and other fittings 
due to corrosive nature of offdue to corrosive nature of off--gases and gases and 
leachateleachate
Be prepared for the possibility of dealing Be prepared for the possibility of dealing 
with damage from field mice and other with damage from field mice and other 
animalsanimals
Loop header distribution system  Loop header distribution system  
Strategic locating of shutStrategic locating of shut--off valves along off valves along 
headers for isolationheaders for isolation



GEOTECHNICAL STABILITYGEOTECHNICAL STABILITY

EAST SLOPE    
FEB 27,2001



GEOTECHNICAL STABILITYGEOTECHNICAL STABILITY

FAILURE SCARP
ROCK 
BUTTRESS
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GEOTECHNICAL STABILITYGEOTECHNICAL STABILITY

South Slope- May 2002



RESPONSE TO GEOTECHNICAL STABILITY RESPONSE TO GEOTECHNICAL STABILITY 
ISSUESISSUES

Continued monitoring of slope movement Continued monitoring of slope movement 
via sideslope risersvia sideslope risers

All injection wells (air and leachate) All injection wells (air and leachate) 
located near top edge of slope have been located near top edge of slope have been 
shut offshut off

Rock buttresses built along south sideslopeRock buttresses built along south sideslope



Civil & Environmental Consultants, Inc.Civil & Environmental Consultants, Inc.
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